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Technical Manual

JBL SRX718S
SPECIFICATIONS
ACOUSTIC & ELECTRICAL SPECIFICATIONS:
• Nominal Impedance: 8 Ohms
• Power Capacity: Continuous / Program / Peak:

Passive: 800W / 1600W / 3200W
• Frequency Range: 31 Hz – 220 Hz (–10 dB) 
• Maximum SPL: 130 dB SPL peak (1 watt @ 1 meter)
• System Sensitivity: Passive Mode 95 dB SPL (1 watt @ 1 meter)
• Crossover Freq.: 30 Hz, 24 dB / octave HPF

80 Hz, 24 dB / octave LPF

SYSTEM COMPONENTS:
• Cabinet: Enclosure (Not For Sale)
• Grille: 352248-001
• Low Frequency 2268H, 457 mm (18 in) Differential Driver Woofer 

Transducer:
• DC Resistance: 5.1 ohms ± 10%
• Crossover Network: 353601-001

AURAL SWEEP TEST SPECIFICATIONS:
A. System Aural Sweep Test: 10.0V Input, 20 Hz to 1 kHz
B. L.F. Aural Sweep Test: 10.0V Input, 20 Hz to 1 kHz

PHYSICAL SPECIFICATIONS:
• Enclosure Dimensions: 508 x 597  x 749 mm D

(20.0  x 23.5  x 29.5 in. D)
• Net Weight: 79 lb (36 kg.)

WARRANTY INFORMATION:
• Refer to Warranty Statement packed with each product.

Warranty 59660
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NOTE: INDIVIDUAL PARTS FOR THE ABOVE CROSSOVER ARE NOT AVAILABLE.
A COMPLETE REPLACEMENT ASSEMBLY SHOULD BE ORDERED.
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JBL SRX718S
COMPONENT EXPLODED VIEW

Driver, Low Freq     
2268HPL
(351210-003X)
Cone Repl
C8R2268 
Screw (8)
804-01110-16 
10-32 x 1 
FIL, PH, BLK 
ZINC, LCS

Gasket (4)
60578

Dust Dome
71133-04
Water Proofed

Foot (4)
353445-001
Screw (4) 
884-41110-12 
10 x 3/4
PAN, PH, PB, 
BLK ZINC, LCS

Enclosure Assembly SRX718S
(Not Available for Sale)

Gasket
353682-001
Pole Mount Plate

T-Nut (4)
73708
M6
Short Barrel

Plate,
Pole Mount
353683-001
Screw (4)
354468-001
1/4-20 x 1 1/4
FLT, PH, UNC,
BLK ZINC, LCS 

Terminal Cup
353601-001
Screw (6)
882-41110-10
6 x 5/8
PAN, PH, PB, BLK 
Zinc, LCS    
Wire Harness
353465-001 
Input Plate Overlay 
362372-009 

T-Nut (8)
61861
10-32 x 7/16
Step Barrel  

Grille Assembly 
352326-001
Grille Badge
353849-001
Screw (12)
882-51110-12 
6 x 3/4
OV, PH, PTCL, 
BLK ZINC, LCS 

Handle Assembly (2)
923-00022-06
Screw (12)
884-41110-12
10 x 3/4         
PAN, PH, PB, 
BLK ZINC, LCS 
T-Nut (8)
61861
10-32 x 7/16         
Step Barrel
Screw (8)
804-41110-12
10-32 x 3/4         
PAN, PH, PB,BLK
ZINC< LCS
Gasket (2)
382-00337-00
Handle


